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S. D. KIMBARK’S CATALOGUE 


STANDARD STEED HI DES. 


BROWN" & SHARPE MANUFACTURING COMPANY. 
STANDARD LISTS. 

12 8 4 6 9 12 18 24 30 48 in. 

25c. 40 50 75 fl 00 1 50 2 00 3 00 4 00 8 00 12 00 

The rules in this list are divided five ways in parts of inches, as follows: 


No. 1 Graduations. 

1st cor. 10, 20, 50, 100 

2d “ 12, 24, 48, 

3d “ 16, 32, 64, 

4th “ 14, 28, 


No. 2 Graduations. 

1st cor. 10, 20, 50, 100 

2d “ 12, 24, 48, 

3d “ 16, 32, 64, 

4th “ 8, 


No. 3 Graduations. 

1st cor. 16, 32. 64 
2d “ 16, 

3d “ 16, 

4th " 8, 


No. 4 Grad'ns. 

1st cor. 64 

2d •* 32 

3d “ 16 

4th “ 8 


No. 5 Graduations. No. 6 Graduations. 

1st cor. 16, 32, 64 1st cor. 32 whole length. 

2d - 11, 14, 15, 17, 18, 19, 20, 21, 22, 23, 24, 25 2d “ 48 

3d “ 26, 27, 28, 29, 30, 31, 33, 34, 35, 36, 37, 38 3d " 50 

4th “ 39, 40, 41, 42, 43, 44, 45, 46, 47, 48, 49, 50, 100 4th “ 64 

12 in. Steel Rule of No. 5 Graduation. $3 00 

' 24 “ “ “ 5 “ ..... 6 00 


Gear Rules. 

No. 61. 12 in. Steel Rule divided to 18, 20, 22, 24, 26, 28, 30 and 32 parts,of 


an inch, whole length_____ $3 00 

78. 12 in. Steel Rule divided to 6, 7, 8, 9, 10, 11, 12, 14, 16, 18, 20, 22, 24, 

26, 28, 30, 32, 34, 36 and 38 parts of an inch. One inch of each 

division...... 3 00 

The Rules of No. 5 Graduation can also be used for sizing gears. 


Shrink Rules. 

24 in. Steel Rule Shrink on one side and standard on the other. Divided on 


each side to 10, 20, 50, 100, 12, 24, 48, 16, 32 and 64 parts of an inch.. $4 50 

24 34 in. Steel Rule Shrink on both sides, No. 1 Graduation... . 4 50 

24 34 in. Boxwood Rule Shrink on both sides, No. 1 Graduation. .. 3 00 


Standard Steel Yard Measures . 

Divided on one side to inches and eighths, and on the other side to At, 34 , 34a 

M, 34’ M and % of a yard; 1 in. wide, 34 in. thick..__ $3 00 

Square Steel Rules. 

3 in., 50c. 4 in., 75c. 6 in., $1 00 

f 8, 16, 32, 64 to the inch, whole length. 

Graduations, - 16, 32, 64, 100 “ u u 

( 16, 64, 50, 100 “ 

Triangular Steel Rules . 

ilmXX^xX^XxXxxXxXxX^^xXAXxxXxXxXxxXxXxXxX^ 


3 in., 60c. 4 in., 80c. 6 in., $1 20 12 in.. $3 00 

( 16, 64, 100 to the inch whole length. 

Graduations, X 16, 32, 64 “ “ 

( 20, 50, 100,-12, 24, 48,-16, 32, 64 to the inch. 

The 12 in. are divided only as follows: 8, 10, 12. 14. 16, 20, 24, 28. 48. 50. 64. 100 to the inch. 





















STRAIGHT EDGES. 409 


STANDARD STEEL STRAIGHT EDGES. 

BROWN & SHARPE MANUFACTURING CO, 

STANDARD LIST. 

Steel Straight Edges. 


Of same width and thickness as Standard Rules. 


6 in. 

long, 

1 in. 

wide, 

i 

I 0 

in. thick .. 
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Beveled Steel Straight Edges. 



12 in. 

long, 

1% in. 

wide, 

3 

1 6 

in. thick.... 

.$2 

50 

18 
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The beveled edges are in. thick. Only one edge is beveled. 


Hardened Steel Straight Edges. 


5in. 
7 

long, 134 in. 

“ IX 
“ 1% 

wide, in. thick ___ 

a _ 1 _ u 

.. $1 00 

. 1 25 

iom 

14 

u V* u 

. 2 00 
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Id -- 

U u 

... 3 00 

17 
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“ M “ ::::::::::::::::: 

...12 00 


These Straight Edges are the tongues of the Hardened Cast Steel Try Squares, 
and are hardened on the edges only. 


Steel Straight Edges, for Draughtsmen. 


15 in. 
18 

long, 

134 in. wide, 

1 x 

m 

2 

^ in. thick.. 
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CENTER GAUGE, 

AND GAUGE FOR GRINDING AND SETTING SCREW TOOLS. 

The angles used in this Gauge are 60 degrees. The four divisions upon 
the Gauge of 14, 20, 24 and 32 parts to the inch, are very useful in measur¬ 
ing the number of threads to the inch of taps and screws. The following 
parts to the inch can be determined by them, viz.: 2, 3, 4, 5, 6, 7, 8, 10, 12, 
14, 16, 20, 24 and 32. 

Price...50 cents. 

Also on hand, Center Gauges of the Whitworth or English Standard, 
Half Size. 55 degrees. 
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S. D. KIMBARK’S CATALOGUE 


STEEL SQUARES. 

BROWN & SHARPE MANUFACTURING COMPANY. 
STANDARD LISTS. 

PAT. HARDENED CAST STEEL TRV SQUARES, 



PATENT HARDENED SQUARES, 

For Wood Workmen. 


$2 00 

3 00 

4 00 
6 00 


GRADUATED STEEL SQUARES, 



For Machinists. 


4H 

6 

9 

12 


. $2 50 

15 in.... 

. $15 00 

. 3 50 

18 ... 

20 00 

. 4 50 

24 ... 

. 30 00 

. 6 00 

30 ... 

. 40 00 

. 9 00 

. 12 00 

36 ... 

. 50 00 


THIN STEEL SQUARES, 

For Machinists and Draughtsmen. 


ililililililili ililili 

Full size of 2 in. Square. 
PRICE LIST. 

2 in. blade, 1-20 in. thick, $1 50 


3 

u 1-16 

“ 2 00 

4 

1-14 

“ 2 50 

6 

“ 1-14 

“ 3 50 

8 

“ 1-12 

11 4 50 

10 

“ 1-10 

“ 5 50 


The 2 and 3 in. are divided to 
16ths and 64ths on one side, and 
32ds and 64ths on the other. 

The 4, 6, 8 and 10 in. Squares 
are divided on both sides to 16ths 
and 32ds of inches. 


BEVEL PROTRACTOR, 

With Nliding arm, and half circle divided to degrees. 



CALIPER SQUARES. 

A 


ililililiiililililililililililililililililililil 


Price, with 6 in. sliding arm. 
“ “ 10 


2 in. without adjusting screw_$3 50 

4 “ 11 “ . 4 50 

2 with adjusting screw, like cut.... 4 25 

4 11 “ “ “ “ ..... 5 50 
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VERNIER CALIPERS. 

BROWN & SHARPE MANUFACTURING CO. 


STANDARD LISTS. 


Hardened Cast Steel Pocket Vernier Caliper. 


FRONT SIDE. 



BACK SIDE. 


SL 


|MI||"l|Mll|imjTII(|l|ll|M rj|IIT!jVnTjn 


u 


Price 


$5 00 


In Morocco Case 


$6 00 


The above cuts are fac similes of the front and back sides of the Pocket Vernier Caliper. The 
jaws are hardened and ground. The front side is divided on the lower edge to inches and sixteenths, 
but arranged to read by means of an indicating scale to thirty-seconds and sixty-fourtlis, and the 
upper edge to fiftieths of inches, reading from the left hand edge of sliding head. On the back side, 
the lower edge is divided to fortieths of inches, but arranged to read by means of a Vernier on the 
sliding head, to thousandths of inches, and the upper edge to millimetres. French measure, reading 
from the right hand edge of sliding head, and figured to centimetres. 


r 


.6 « « \ 


LlihlvliliL?lil 1 i*l Jl 




JL 

S3 

4 . 

jr 





The same instrument with Adjusting Screw, 
as shown in above cut. 

Price..$6 00 In Morocco Case... 7 00 


Improved Vernier Caliper. 


FRONT SIDE. 


BACK SIDE. 




The above cuts ar zfac similes of front and back of the Vernier Caliper, the front side of which 
is divided into thousandths of inches. On the back side are sixty-fourths of inche3, to read without a 
Vernier. Instead ofsixty-fourths of inches some are divided with Vernier, reading to twentieths of 
millimetres, French measure. This instrument is furnished with both inside and outside Calipers, 
and points to transfer the distance with dividers. An explanation of the Vernier accompanies each 
instrument. These instruments are made of steel, and have the points tempered and jaws ground. 

A standard for testing the accurate adjustment of the Caliper is made, price, $3 00. 
Price, in Morocco Case.*...6 in., $25 00. 12 in., $30 00. 
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S. D. KIMBARK’S CATALOGUE 


RULES AND GAUGES. 


BROWK & SHARPE MANUFACTURING CO. 


STANDARD LISTS. 


Steel Caliper Rules. 


! 1 i 1' i I 

I 02? 1- 05' 

tMUNB M0M/V J SHAgfiC 

& 

FF 

1 ll 1111 !l il 11 11 


sis 


This cut is a facsimile of one side of these Rules. The other 
side is divided to 12ths, 24ths, 48ths, 8ths, 14ths and 28ths, on 
the outside, and upon the slide to 32ds and 64ths of inches. 
When closed they are three inches long. The Caliper can he 
drawn out to measure two and a half inches. The thickness of the Rule is one-eighth of an inch. 

These Rules are divided in four ways: A, divided on outside like cut; on slide to 32ds and 64ths. 
B, divided on outside like cut; on slide 64ths and lOOths. C, divided on outside to 8ths, 16ths,32ds and 
(i4ths; on slide to 32ds and 64ths. D, divided on outside to 8ths, 16tha, 32ds and 64ths ; on slide to 
64ths and lOOths. Others are divided for Button Gauges, on outside to 16ths, 20ths, 32ds and 40tlis, 
and on slide to 40ths and 80ths of inches. 

Price.....$4 00 

Rocket Screw and Wire Gauge. 


FRONT SIDE. 


BACK SIDE. 



The American Standard Wire Gauge. 

Adopted by the Brass Manufacturers, Jan., 1858. 



These Gauges are made from the best steel, and are tempered, adjusted and warranted accurate. 
None genuine unless stamped as in the engraving with our trade marks. 


Prices, Round Gauges,__Sizes, 0 to 36. 

11 u . “ 5 u 36. 


$6 00 
4 00 





























GAUGES. 418 


STANDARD GAUGES. 

i 

BROWN & SHARPE MANUFACTURING CO. 


STANDARD LISTS. 




Standard Screw Thread Gauge. 



This Gauge is intended to be used as a stand¬ 
ard for grinding tools to cut threads according 
to the new system recommended for adoption 
by the Franklin Institute of Philadelphia. 

The angles are GO degrees, and the flat sur¬ 
faces at top and bottom of threads are equal to 
one-eighth of the pitch. 

Tables for screw threads, bolts and nuts, 
are furnished with the Gauge. 


Price___-- 

\ 


$6 00 



These Gauges will measure the thickness of sheet metal or other material, by thousandths of an 
inch up to three-tenths of an inch at any point within half an inch of the edge, and can be applied 
as easily as the common Gauge. It will also answer to measure the diameter of wire. Means of 
adjustment are provided in case of wear by continued use. 
































